HTDVV COMPLETE KIT FOR VICTORY VEGAS

INCLUDES 135 PIECES

HOT TOPPERS® are manufactured to fit American standard fasteners.  The Victory is assembled with metric fasteners.  Therefore we use clear silicone (Napa Auto part # 765-1481 is our recommendation) to mount the most appropriate Hot Topper over each nut and bolt on your Vegas.  DO NOT USE ADHESIVE PRODUCTS to mount Hot Toppers®.  The Napa product we recommend will allow for an easier removal if service is performed on your Victory.  We simply fill our cover with the necessary amount of silicone to achieve a firm hold on the fastener, yet beware that the silicone will expand when it sets up, so don’t over fill our part. A little less goes a long way.  Please email info@hottoppers.com or call our toll free USA number 877-446-8867 with any questions or comments.

HTD100                  8            Mount over rocker box allen bolts on the right side of both cylinders.

HTD200
                 2
Right side-allen bolts on front pulley cover.

12 Right side-allen bolts on motor cases and timer cover. Unfortunately the 200s do not fit up tight against the timer cover. You push them on , they push themselves out thus a small gap is created. The same condition exists with the primary cover 200s. We decided to just mount them as straight and symmetrical as possible and live with it. They certainly looks better than the original zinc fasteners.

4 Right side-cover the 2  allen bolts found on the back side of both the front and rear cylinders. A 500 will cover the hex bolts found between each allen bolt.   

                               14
Left side-primary cover allen bolts.



2
Left and right front turn signal mounts. 

1 Bottom (backside) of speedometer housing over screw to eliminate reflection in the top of the headlight.

4 Speedometer bracket mounting hex bolts found on the front and underside of the top 

                triple tree.

1 Left side- over pinch bolt on shift lever arm found on motor. A HTD555 will be covering the rear shifter rod hex bolt facing you.

1 Left side- front nut on the stud found on the front of shifter linkage rod.

                                2              Left side- cover allen bolts found behind ignition switch housing.

 

HTD211
                2
Over the threaded portion of stud up against the nut on the muffler to header pipe exhaust 

                                                clamp found below rear foot peg.

HTD220                16
Snip stems and file flush to mount over the front axle allen pinch bolts left and 

                                                right side – also over 8 allen bolts over the upper and lower right and left side triple tree 

                                                allen pinch bolts and the 4 front brake caliper allen bolts.

1         To fill hole in black bracket above oil sender switch next to the end of side stand.

HTD265                 2               Left side- front brake caliper to fork leg bracket recessed allen bolts.

                               4               Left and right rear fender strut recessed allen bolts.

HTD282

1
On right side mount over the stud/nut at the top of the rear exhaust clamp.

HTD300

2
Left side exhaust port mounting nut on stud both front and rear cylinders

HTD311  
1
By rear right foot peg exhaust support bracket hex bolt.

1 Muffler to muffler connecting  bracket allen bolts.

1              With rubber hammer or strong thumb mount over the end of shift lever.

HTD342

3              Left and right rear and right side front upper motor mount hex bolts.

                                2              Over left and right side front axle fasteners.

HTD343                  1              Left side front upper motor mount nut.

HTD344                  2             Over handlebar riser mount hex bolts below upper triple tree.

5 Over rear pully hex bolts.

                                1              Over black allen bolt on side stand mount.

HTD400

4
Left and right side over allen bolts facing out on the bottom of the frame.



1
Right side over the front belt guard mounting bolt.

HTD420

1
Left side rear of motor over oil filter bracket hex bolt.



1
With a rubber mallet pound over the threaded portion of the left side rear axle shaft.



4
Left and right front foot peg mounting bracket allen bolts. 



2
Left and right headlight mounting nut and bolt.

HTD500

2
Hex bolt on right side rear of front and rear cylinders.



4
Front and rear brake caliper and master cylinder banjo hex bolts.



4
Over hex bolts that mount front fender to fork legs.

HTD555
              12
NO SILICONE NEEDED simply push over front and rear brake rotor (disc) to wheel 



hub hex mounting bolts.

2 Left and right front turn signal clamp nuts and bolts that mount around fork legs .

1 Pound over hex bolt at rear of shifter linkage rod.

1 Over hex bolt on starter cover front left side.

Optional:  4  HTD200 over front and rear foot peg mounting pins and fanatics will also need 4 HTD100 over the other side of pins.
